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Concrete Embedment Strip
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GSE was the first company to develop an extruded HDPE concrete embedment strip for geomembrane attach-
ment. GSE Polylock is a rugged, durable HDPE profile that can be castin-place or inserted into wet concrete,
leaving the welding surface exposed upon completion of concrete preparation. The embedment of anchor
fingers provides a high strength mechanical anchor to the concrete. When properly installed and utilized with
a geomembrane, GSE Polylock provides an outstanding barrier to leakage. GSE Polylock is the most effective

and economical castin-place mechanical anchor system for HDPE.

GSE PolyLock provides a wide welding surface fo attach polyethylene geomembranes.
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GSE PolylLock Specifications

Dimensions

Standard length, ft (m) 10 (3)

Width, in (cm) 6 (15)

Anchor Finger Length, in (cm) 1(2.5)
Chemical Resistance Excellent
Tensile Strength, Ib/in2 (MPq) >4,000 (28)
Low Temperature Brittleness,°F (°C) <-120 (<-84)
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Typical Secondar¥ Containment Lining

Typical GSE PolyLock attachment info concrete with geomembrane attached. Typical secondary containment lining showing geomembrane attached to GSE PolyLock.
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This information is provided for reference purposes only and is not intended as a warranty or guarantee. GSE assumes no liability in connection with the use of this information.

www.gseworid.com

Specifications subject to change without notice.

GSE and other trademarks in this document are registered trademarks of GSE Lining Technology, Inc. in the United States and certain foreign countries.



